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AC to DC

INV to bypass

0 ms

4 ms (standard)

Wave form Pure sine wave

Transfer
time

Standard

Standard

Temperature and humidity

Noise

20-90% relative humidity and temperature 0-40°C (non-condensing)

less than 50dBA at 1 meter

Dimension (L*W*H)mm

N.W (KG)

Dimension (L*W*H)mm

N.W (KG)

450*192*670

33.7(31)

450*192*335

15

BATTERY 
Battery model

Quantity
Max. charging current

Charging voltage

12V-9AH

16
1A, 2A, 3A, 4A, 5A, 6A, 7A, 8A, 9A, 10A adjustable

220VDC ± 1%

LCD or LED display Load size, battery capacity, mains mode, battery mode, bypass mode, fault indication

Battery mode

Low battery

Overload
Malfunction / Fault

beeping every 4 seconds

beeping every 1 seconds

beeping every 1 seconds
continuous beeping

DIMENSIONS

WORKING ENVIRONMENT

APPEARANCE

ALARM

Smart RS-232
SNMP optional

Support Windows® 2000/2003/XP/Vista/2008, Windows® 7/8, Linux, Unix

Power management supports SNMP management and network management

CONTROL MANAGEMENT

Voltage
110 - 300VAC  at 50% load

176 - 300 VAC at 100% load

Output voltage

Frequency

Power factor

50Hz (40Hz  ~ 70 Hz)

OUTPUT

Voltage range (battery mode)

220VAC±1% (208, 220, 230, 240 adjustable on LCD screen)

± 1%

Frequency range (Synchronization
correction range) 50Hz/60Hz

Frequency range (battery mode)

Surge ratio

50 Hz （60HZ selectable）± 0.25 Hz 

3:1

THD

Model

Phase

Build in battery

External battery

HP3116C Plus 10KT

HP3116C Plus 10KT XL

Capacity

Single-phase grounding
10000 VA / 10000 W

INPUT

Long-run

Long-run

Battery model

Quantity

Max. charging current

Charging voltage

Depends on the users

16

1A, 2A ,3A, 4A, 5A, 6A, 7A, 8A, 9A, 10A, 11A, 12A adjustable

220VDC ± 1%

At 100% load    0.99

3% THD  (linear load)
6% THD (non-linear load)


